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Open the Monitor program and set like this:

1. Click here...
2. Enter the IP Address

Of the KSU to be monitored...

3. Select the LAN
you are using... 4. Click here...r 5. Click here...
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We are Monitoring the KSU at 192.168.222.130

The Remote KSU is 192.168.11.130

   1041645mS Interface Rx: v=LAN1 LAN
            Ethernet Header info - dst=00e00705a997 src=e091f55791fe len=98
             IP Header info - Dst=192.168.222.130 Src=192.168.11.130 vl=0x45 tos=0x00 len=84 id=0x061e
                                ttl=97 flg=0 off=0 pcol=17(UDP) sum=0xe825
              UDP Header info -  DstPort=50795(IPO Voice Networking) SrcPort=50795(IPO Voice Networking) Len=64 
Sum=0x9584
               LBWV AVRIP2 (4)
                 PLATFORM: voice=00000014 ipad=0.0.0.0 operational 1 version 2 recordsupported 0
                 Platform Id 0 Version 6.0(8)
                 Name 00E0070580B2
                 Codepage 2, Unicode UnicodeSupportOn
                 Time offset: 0
                0000 00 33 01 14 01 02 00 00 0f 00 00 00 06 00 00 00 .3..............
                0010 00 00 00 00 08 02 00 30 00 30 00 45 00 30 00 30 .......0.0.E.0.0
                0020 00 37 00 30 00 35 00 38 00 30 00 42 00 32 00 00 .7.0.5.8.0.B.2..
                0030 02 02 00                                        ...
  

 1047147mS Interface Tx: v=LAN1 LAN
            Ethernet Header info - dst=e091f55791fe src=00e00705a997 len=104
             IP Header info - Dst=192.168.11.130 Src=192.168.222.130 vl=0x45 tos=0x00 len=90 id=0x1923
                                ttl=99 flg=0 off=0 pcol=17(UDP) sum=0xd31a
              UDP Header info -  DstPort=50795(IPO Voice Networking) SrcPort=50795(IPO Voice Networking) Len=70 
Sum=0x9561
               LBWV AVRIP2 (4)
                 PLATFORM: voice=00000014 ipad=0.0.0.0 operational 1 version 2 recordsupported 0
                 Platform Id 0 Version 7.0(27)
                 Name Essential w Lic
                 Codepage 2, Unicode UnicodeSupportOn
                 Time offset: 0
                0000 00 39 01 14 01 02 00 00 0f 00 00 00 07 00 00 00 .9..............
                0010 00 00 00 00 1b 02 00 45 00 73 00 73 00 65 00 6e .......E.s.s.e.n
                0020 00 74 00 69 00 61 00 6c 00 20 00 77 00 20 00 4c .t.i.a.l. .w. .L
                0030 00 69 00 63 00 00 02 02 00                      .i.c.....

The above area shows that the two KSU's are communicating over
the SCN.

Incoming data.. Sent to Sent from

Outgoing data... Sent to Sent from


