
Remote 1616 Phone Over VPN
Using the Avaya Monitor Tool

Interface Rx: v=LAN1 LAN

 Ethernet Header info - dst=00e0070580b2 src=e091f55791fe len=60

 IP Header info - Dst=192.168.111.248 Src=192.168.11.117 vl=0x45 tos=0x00 len=44 id=0x0001

                  ttl=62 flg=2 off=0 pcol=6(TCP) sum=0x400d

           TCP Header info - DstPort=411 SrcPort=33519 Seq=3900026072 Ack=0 Code=0x02 (SYN )

Header=24 Window=16384 Sum=0x418f Urgent=0

 Options:
 0000 02 04 05 b4                                     ....

KSU Sending Data
Everything is Reversed

Interface Tx: v=LAN1 LAN

 Ethernet Header info - dst=e091f55791fe src=00e0070580b2 len=54

 IP Header info - Dst=192.168.11.117 Src=192.168.111.248 vl=0x45 tos=0x00 len=40 id=0x85f8

                  ttl=99 flg=0 off=0 pcol=6(TCP) sum=0xd519

       TCP Header info - DstPort=33519 SrcPort=411 Seq=0 Ack=3900026072 Code=0x14 (RST ACK )

Header=20 Window=0 Sum=0x9939 Urgent=0
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KSU is Sending data


