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2.5.1 DPH4 Card (KX-TDA5161)
Function

4-port doorphone card for 4 doorphones, 4 door openers or external relays, and 4 external sensors.

Toexternal sensors 57— Telephone Line Cord
To door openers/ v
external relays To doorphones

Accessories and User-supplied Items

Accessories (included):  Extension Bolt « 1, Strap x 1, 8-pin terminal block = 1, 10-pin terminal block
x 1, Telephone Line Cord = 2, Terminal Box = 2

User-supplied (not included): Copper wire

Note

For details about connection to doorphones, door openers, external sensors, and external relays, refer to
"2.7.1 Connection of Doorphones, Door Openers, External Sensors, and External Relays”.

Pin Assignments
RJ11 Connector

Signal Name Function

DP2 Doorphone 2 transmit
| T
1| 4 5| ‘i" DP1 Doorphone 1 transmit
| 1 .

- o comf Docrphone 1 receive
ﬁ-‘.j_z Eﬁ-ad com2 Doorphone 2 receive
DP4 Doorphone 4 transmit
DP3 Doorphone 3 transmit
com3 Doorphone 3 receive
comd Doorphone 4 receive
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2.5.1 DPH4 Card (KX-TDA5161)

8-pin Terminal Block

Signal Name Function
seNs s SENS 1a Sensor Input 1
St;tsmzsaz:. SENS 1b com 1
s.x:;tstsaja SENS 2a Sensor Input 2
SENS da
SENG dh SENS 2b com 2
1 |[BEEEEET ] 8 SENS 3a Sensor Input 3
SENS 2b com 3
SENS 4a Sensor Input 4
SENS 4b com 4
10-pin Terminal Block
Signal Name Function
OP1b (RL1b) Docr opener 1 (Relay 1)
OP1a(RL1a) Door opener 1 com (Relay 1 com)
OP2b (RL2b) Door opener 2 (Relay 2)
| 0OP2a (RL2a) Door opener 2 com (Relay 2 com)
E]E]E]E]E]E]E]IIEEIEI o | OP3b (RL3b) Door opener 3 (Relay 3)
0OP3a (RL3a) Door opener 3 com (Relay 3 com)
OP4b (RL4b) Docr opener 4 (Relay 4)
OP4a (RL4a) Docr opener 4 com (Relay 4 com)
- Reserved
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2.5.1 DPH4 Card (KX-TDA5161)

Connection Diagram for External Sensors and External Relays

Power to the external sensor is provided from the DPH4 card and must be grounded through the DPH4 card
as indicated in the diagram below. A pair of "sensor” and "common” lines must be connected to the DPH4 card
for each external sensor. The PBX detects input from the sensor when the signal is under 100 0.
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