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Panasonic NS-700 KSU
Install DSS Console – Digital Type

Telquest Tech Support

You must first set one of the Digital Station Ports for DSS:

The Digital Station Card I have selected is in Slot 6 and I will be using the Port 1.

1. Click here...

2. Click here...

3. Click here...

4. Mouse over
a Digital Staion Card

5. Click here...

Slot 6

Port 1
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Next screen:

3. Note:

This Connection needs to be OUS (Out of Service) before you can change the DPT Type to DSS.

Once Type is set to DSS, click the Apply button, and then set it to INS (In Service) if possible.

It may say Fault since the DSS Console may not be connected yet.

The DSS Console connects to the KSU the same as any Digital Station on its own separate pair.

Slot 6 Port 1 1. Name it 2. Set to DSS

4. Click here...

3. See Note...
Not Important
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Now we will “Pair” the DSS Console to an extension.

I will set Extension 101 in this example as the “Pair Extension”.

The “Paired Extension” is the extension that the DSS Console will work with.

Here you can see that DSS Console buttons 1 through 6 have been set to DSS for Extensions 102 
through 106.

Button 12 has been set to One-Touch and programmed for All Page (Zone 1)

You can use the “Type” area to see additional types of buttons that are available.

Don't forget, the DSS Console needs its own separate pair from the KSU.
It wires the same as a Digital Extension in the jack. (Second Pair)
It DOES NOT plug into the Paired Extension.

1&2 Click here...

3. Click here...

4. Select Console

5. Select Extension

6. Click here...




